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1.本站收集的数据手册和产品资料都来自互联网，版权归原作者所有。如读者和版权方有任
  何异议请及时告之，我们将妥善解决。
2.本站提供的中文数据手册是英文数据手册的中文翻译，其目的是协助用户阅读，该译文无
  法自动跟随原稿更新，同时也可能存在翻译上的不当。建议读者以英文原稿为参考以便获
  得更精准的信息。
3.本站提供的产品资料，来自厂商的技术支持或者使用者的心得体会等，其内容可能存在描
  叙上的差异，建议读者做出适当判断。  叙上的差异，建议读者做出适当判断。
4.如需与我们联系，请发邮件到marketing@iczoom.com，主题请标有“数据手册”字样。

1. The datasheets and other product information on the site are all from network ref-
erence or other public materials, and the copyright belongs to the original author and 
original published source. If readers and copyright owners have any objections, 
please contact us and we will deal with it in a timely manner.

2. The Chinese datasheets provided on the website is a Chinese translation of the En-
glish datasheets. Its purpose is for reader’s learning exchange only and do not in-
volve commercial purposes. The translation cannot be automatically updated with 
the original manuscript, and there may also be improper translations. Readers are 
advised to use the English manuscript as a reference for more accurate information.

3. All product information provided on the website refer to solutions from manufac-
turers’ technical support or users the contents may have differences in description, 
and readers are advised to take the original article as the standard.

4. If you have any questions, please contact us at marketing@iczoom.com and mark 
the subject with “Datasheets”.

Read Statement



Laird Technologies

Web site: www.LairdTech.com

Fiberglass Omnidirectional Wireless Antennas

 

 

 •  Includes VHF through 2.4 GHz models

 •  High performance and reliable collinear J-pole design surrounded by durable high density fiberglass

 •  Durable gold anodized sleeve and cap will not oxidize

 •  Custom tuning available

 •  FedEx/UPS shippable on most models

  Results 1 - 65 of 65
Item # Model Frequency Range Tuned Frequency Gain Length Max. Power
FG1400 VHF Models 140 - 144 MHz 142 MHz Unity 92 inches 150 watts
FG1403 VHF Models 140 - 144 MHz 142 MHz 3 dBD 107 inches 150 watts
FG1440 VHF Models 144 - 148 MHz 146 MHz Unity 92 inches 150 watts
FG1443 VHF Models 144 - 148 MHz 146 MHz 3 dBD 107 inches 150 watts
FG1480 VHF Models 148 - 152 MHz 150 MHz Unity 68 inches 150 watts
FG1483 VHF Models 148 - 152 MHz 150 MHz 3 dBD 107 inches 150 watts
FG1520 VHF Models 152 - 156 MHz 154 MHz Unity 68 inches 150 watts
FG1523 VHF Models 152 - 156 MHz 154 MHz 3 dBD 107 inches 150 watts
FG1560 VHF Models 156 - 162 MHz 159 MHz Unity 68 inches 150 watts
FG1563 VHF Models 156 - 162 MHz 159 MHz 3 dBD 107 inches 150 watts
FG1620 VHF Models 162 - 168 MHz 165 MHz Unity 68 inches 150 watts
FG1623 VHF Models 162 - 168 MHz 165 MHz 3 dBD 107 inches 150 watts
FG1683 VHF Models 168 - 174 MHz 171 MHz 3 dBD 107 inches 150 watts
FG2200 VHF Models 220 - 225 MHz 222.5 MHz Unity 68 inches 150 watts
FG2203 VHF Models 220 - 225 MHz 222.5 MHz 3 dBD 83.5 inches 150 watts
FG3603 UHF Models 360 - 380 MHz 370 MHz 3 dBD 44 inches 100 watts
FG3803 UHF Models 380 - 390 MHz 385 MHz 3 dBD 44 inches 100 watts
FG4060 UHF Models 406 - 416 MHz 411 MHz Unity 26 inches 100 watts
FG4063 UHF Models 406 - 416 MHz 411 MHz 3 dBD 44 inches 100 watts
FG4065 UHF Models 406 - 416 MHz 411 MHz 5 dBD 76 inches 100 watts
FG4100 UHF Models 410 - 430 MHz 420 MHz Unity 26 inches 100 watts
FG4103 UHF Models 410 - 420 MHz 415 MHz 3 dBD 44 inches 100 watts
FG4203 UHF Models 420 - 430 MHz 425 MHz 3 dBD 44 inches 100 watts
FG4205 UHF Models 420 - 430 MHz 425 MHz 5 dBD 76 inches 100 watts
FG4300 UHF Models 430 - 450 MHz 440 MHz 0 dBD 26 inches 100 watts
FG4303 UHF Models 430 - 440 MHz 435 MHz 3 dBD 44 inches 100 watts
FG4305 UHF Models 430 - 440 MHz 435 MHz 5 dBD 76 inches 100 watts
FG4403 UHF Models 440 - 450 MHz 445 MHz 3 dBD 44 inches 100 watts
FG4405 UHF Models 440 - 450 MHz 445 MHz 5 dBD 76 inches 100 watts
FG4500 UHF Models 450 - 470 MHz 460 MHz Unity 26 inches 100 watts
FG4503 UHF Models 450 - 460 MHz 455 MHz 3 dBD 44 inches 100 watts
FG4505 UHF Models 450 - 460 MHz 455 MHz 5 dBD 76 inches 100 watts
FG4505W UHF Models 450 - 470 MHz 460 MHz 5 dBD 76 inches 100 watts
FG4507 UHF Models 450 - 460 MHz 455 MHz 7 dBD 107 inches 100 watts
FG4603 UHF Models 460 - 470 MHz 465 MHz 3 dBD 44 inches 100 watts
FG4605 UHF Models 460 - 470 MHz 465 MHz 5 dBD 76 inches 100 watts

8/15/2012 | Page 1 of 2

http://www.lairdtech.com


FG4607 UHF Models 460 - 470 MHz 465 MHz 7 dBD 107 inches 100 watts
FG4705 UHF Models 470 - 480 MHz 475 MHz 5 dBD 76 inches 100 watts
FG4900 UHF Models 490 - 512 MHz 501 MHz Unity 26 inches 100 watts
FG4907 UHF Models 490 - 500 MHz 495 MHz 7 dBD 107 inches 100 watts
FG5003 UHF Models 500 - 512 MHz 506 MHz 3 dBD 44 inches 100 watts
FG5007 UHF Models 500 - 512 MHz 506 MHz 7 dBD 107 inches 100 watts
FG7463 700 - 900 MHz Models 746 - 796 MHz 771 MHz 3 dBD 23 1/2 inches 100 watts
FG7466 700 - 900 MHz Models 746 - 796 MHz 771 MHz 6 dBD 61 inches 100 watts
FG8060 700 - 900 MHz Models 806 - 866 MHz 813.5 MHz Unity 15 inches 100 watts
FG8063 700 - 900 MHz Models 806 - 866 MHz 813.5 MHz 3 dBD 25 inches 100 watts
FG8063WPTNF 700 - 900 MHz Models 806 - 896 MHz 851 MHz 3 dBD 29 inches 100 watts
FG8066 700 - 900 MHz Models 806 - 866 MHz 813.5 MHz 6 dBD 65 inches 100 watts
FG8240 700 - 900 MHz Models 824 - 896 MHz 835 MHz Unity 15 inches 100 watts
FG8243 700 - 900 MHz Models 824 - 896 MHz 835 MHz 3 dBD 25 inches 100 watts
FG8246 700 - 900 MHz Models 824 - 896 MHz 835 MHz 6 dBD 65 inches 100 watts
FG8693 700 - 900 MHz Models 869 - 902 MHz 882 MHz 3 dBD 25 inches 100 watts
FG8960 700 - 900 MHz Models 896 - 940 MHz 898 MHz Unity 15 inches 100 watts
FG8963 700 - 900 MHz Models 896 - 940 MHz 898 MHz 3 dBD 25 inches 100 watts
FG8966 700 - 900 MHz Models 896 - 940 MHz 898 MHz 6 dBD 65 inches 100 watts
FG9023 700 - 900 MHz Models 902 - 928 MHz 915 MHz 3 dBD 25 inches 100 watts
FG9026 700 - 900 MHz Models 902 - 928 MHz 915 MHz 6 dBD 65 inches 100 watts
FG9283 700 - 900 MHz Models 928 - 970 MHz 930 MHz 3 dBD 25 inches 100 watts
FG9360 700 - 900 MHz Models 936 - 970 MHz 953 MHz Unity 15 inches 100 watts
FG9286 700 - 900 MHz Models 928 - 970 MHz 930 MHz 6 dBD 65 inches 100 watts
FG9366 700 - 900 MHz Models 936 - 970 MHz 953 MHz 6 dBD 65 inches 100 watts
FG24005 2.4 GHZ Models 2400 - 2500 MHz 2450 MHz 5 dBi 14 inches 100 watts
FG24008 2.4 GHZ Models 2400 - 2500 MHz 2450 MHz 8 dBi 24 inches 100 watts
FG821/18503 Dual Band Model 1850 - 1990 MHz

821 - 896 MHz
858.5 MHz
1920 MHz

Unity
3 dBD

14 inches 100 watts

FG16397 FG16397 806 - 896 MHz
890 - 960 MHz
1850 - 1990 MHz
2400 - 2500 MHz

N/A 2 dBi
1 dBi
 3.3 dBi
 2 dBi

14 inches 100 watts
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